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required to provide truthful and com-
plete information. This subpart de-
scribes the consequences of failing to 
meet this obligation. The consequences 
also may include prosecution under 18 
U.S.C. 1001 and 42 U.S.C. 7431(c)(2). 

(b) We may require an officer or au-
thorized representative of your com-
pany with knowledge of the informa-
tion contained in the submittal to ap-
prove and sign any submission of infor-
mation to us, and to certify that all 
the information submitted is accurate 
and complete. 

EMISSION STANDARDS AND RELATED 
REQUIREMENTS 

§ 59.611 What evaporative emission re-
quirements apply under this sub-
part? 

(a) Hydrocarbon emissions from port-
able fuel containers may not exceed 0.3 
grams per gallon per day when meas-
ured with the test procedures in 
§§ 59.650 through 59.653. This procedure 
measures diurnal venting emissions 
and permeation emissions. 

(b) For the purpose of this section, 
portable fuel containers include spouts, 
caps, gaskets, and other parts provided 
with the container. 

(c) The following general require-
ments also apply for all portable fuel 
containers subject to the standards of 
this subpart: 

(1) Prohibited controls. The following 
controls are prohibited: 

(i) For anyone to design, manufac-
ture, or install emission control sys-
tems so they cause or contribute to an 
unreasonable risk to public health, 
welfare, or safety while operating. 

(ii) For anyone to design, manufac-
ture, or install emission control sys-
tems with features that disable, deacti-
vate, reduce effectiveness, or bypass 
the emission controls, either actively 
or passively. For example, you may not 
include a manual vent that the oper-
ator can open to bypass emission con-
trols. You may ask us to allow such 
features if needed for safety reasons or 
if the features operate during emission 
tests described in subpart F of this 
part. 

(2) Leaks. You must design and manu-
facture your containers to be free of 
leaks. This requirement applies when 

your container is upright, partially in-
verted, or completely inverted. 

(3) Refueling. You are required to de-
sign your portable fuel containers to 
minimize spillage during refueling to 
the extent practical. This requires that 
you use good engineering judgment to 
avoid designs that will make it dif-
ficult to refuel typical vehicle and 
equipment designs without spillage. 

(d) Portable fuel containers must 
meet the standards and requirements 
specified in this subpart throughout 
the useful life of the container. The 
useful life of the container is five years 
beginning on the date of sale to the ul-
timate purchaser. 

§ 59.612 What emission-related war-
ranty requirements apply to me? 

(a) General requirements. You must 
warrant to the ultimate purchaser that 
the new portable fuel container, includ-
ing all parts of its evaporative emis-
sion-control system, is: 

(1) Designed, built, and equipped so it 
conforms at the time of sale to the ul-
timate purchaser with the require-
ments of this subpart. 

(2) Is free from defects in materials 
and workmanship that may keep it 
from meeting these requirements. 

(b) Warranty notice and period. Your 
emission-related warranty must be 
valid for a minimum of one year from 
the date of sale to the ultimate pur-
chaser. 

(c) Notice. You must provide a war-
ranty notice with each container. 

§ 59.613 What operation and mainte-
nance instructions must I give to 
buyers? 

You must provide the ultimate pur-
chaser of the new portable fuel con-
tainer written instructions for properly 
maintaining and using the emission- 
control system. 

§ 59.615 How must I label and identify 
the portable fuel containers I 
produce? 

This section describes how you must 
label your portable fuel containers. 

(a) At the time of manufacture, in-
delibly mark the month and year of 
manufacture on each container. 

(b) Mold into or affix a legible label 
identifying each portable fuel con-
tainer. The label must be: 
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